
TUTORIAL 
First pairing 
Once the application has been downloaded, your smartphone 
must be paired to the stove:
• While switching on the stove, ensure the Bluetooth mode is on 
in the display and in pairing mode ➡ Bluetooth icon is blinking.
Otherwise, refer to the user manual of the stove to reactivate the 
pairing mode in the display.
• Go near the stove with your smartphone and click “+” ➡ in the 
application, it will start searching for compatible devices nearby.

• Select the stove (example: MCZ_EP_123456) and start the 
connection between the 2 devices. 



• Once pairing is successful, connect to your router. 
When there is no wi-fi connection, select NOT NOW: the stove 
can be controlled via Bluetooth.

• Rename the stove (optional) and start using the Maestro ap-
plication. 
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2. Home Page

You can access the different stove functions in a fast, intuitive 
way from the home page. 
• In the centre you find the Ring Nut from where you can acti-
vate 5 operating modes: Manual, Auto, Comfort, Overnight, Tur-
bo; when you have chosen the one needed, the settings for the 
mode chosen will appear in the upper part of the screen.
• The Chrono and Start&Stop functions can be found under the 
Ring Nut.  
• The stove status is always displayed in the lower part of the 
screen.
 
3. Manual

When you prefer a traditional automatic operation and want to 
set power and ventilation, without controlling the temperature.



4. Auto

When you prefer a traditional automatic operation and want to 
set temperature and ventilation.

5. Comfort

This allows you to set the intended temperature and manage 
power and ventilation autonomously for maximum heating per-
formance with top acoustic comfort. 



6. Overnight

It enables you to set the intended temperature and ensures ex-
tremely quiet operations maintaining the temperature (also with 
natural convection).

7. Turbo

Heats the room fast: 20 minutes at maximum power. Attention: 
this mode can only be activated once an hour.



8. Start&Stop

Start&Stop is recommended for well-insulated rooms. This fun-
ction turns the stove off when the temperature chosen has been 
reached and turns it on again automatically when the room has 
cooled down. The following preset parameters can be customi-
sed to optimise these stages:
1. Positive Hysteresis Example: Room temperature set at 25°C; 
Positive hysteresis 2°C ➡ On reaching 27°C the stove switches 
itself off. 
2. Delay in Shutdown Example: 5’ Delay in Shutdown ➡ If the Po-
sitive Hysteresis temperature is reached and remains stable for 
5’, the product switches itself off. 
3. Negative Hysteresis Example: Room temperature set at 25°C; 
Negative Hysteresis 2°C ➡ On reaching 23°C the stove switches 
itself on.
4. Delay in Ignition Example: 5’ Delay in Ignition ➡ If the Negative 
Hysteresis temperature set is reached and remains stable for 5’, 
the product switches itself on.



9. Timer

Enables weekly programming of the stove in just a few steps.  
1. Set the T1, T2 temperatures.
2. Click on “+” and program the week distributing the T1 and T2 
temperatures on the days and in the time brackets chosen in the 
preferred mode (Auto, Comfort, Overnight). With Auto, you can 
customise ventilation.  
3. You can set just one day in a week and use the copy function 
to repeat on the other days chosen.  



10. Silent mode

This function enables the stove to operate at minimum power wi-
thout room ventilation (in models where this is included), or with 
very low ventilation to enable emission of the structural heat. 

11. Invite new user 
• It allows the OWNER user to share stove use with other users.



• Enter Email and ROLE of the new user (ADMIN for total stove 
control; BASIC for access to the most important functions); 

• The new user will receive an email to complete registration in 
few steps.



HYDRO



With the Maestro+ application, you can constantly monitor the 
operation of the system installed by your trusted technician.
Hydraulic configurations and the related settings can only be 
programmed via the Display. Please refer to the Installation Gui-
de of the stove and contact a qualified technician

1. Home Page

In the central part of the Maestro+ application homepage you 
will find the Ring Nut, from where you can check your system’s 
operation. The active icons show the system configuration se-
lected by your trusted technician.

The Chrono and Start&Stop functions can be found under the 
Ring Nut.

The stove status is always displayed in the lower part of the scre-
en (e.g. In operation).
 
2. Timer



Enables weekly programming of the stove in just a few steps.  

1. Set T1 - T2 temperatures to adjust the room temperature*, if 
the configuration of the installed system allows it, or T3 - T4 to 
adjust the temperature of the technical water (Puffer), if present.

2. Click on “+” and program the week, setting the temperatures 
on the days and in the time brackets chosen.

3. You can set just one day in a week and use the copy function 
to repeat on the other days chosen.  

(*) room temperature can be measured via the “room probe” in 
the stove or via an “external thermostat”, if it has been set.

3. Start&Stop

This function turns the stove off when the temperature chosen 
has been reached and turns it on again automatically



4. Summer/Winter

It allows only the domestic hot water system (Summer) or the 
domestic hot water system and room heating (Winter) to be 
used.

5. Invite new user 
• It allows the OWNER user to share stove use with other users.



• Enter Email and ROLE of the new user (ADMIN for total stove 
control; BASIC for access to the most important functions); 

• The new user will receive an email to complete registration in 
few steps.




